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$%675$&7
 Due to elevated temperatures and excessive stresses, turbine 
components may experience creep behavior. As a result, it is desirable 
to monitor and assess the current condition of such components. This 
study employed the Acousto-Ultrasonics (AU) method in an effort to 
monitor the state of the material at various percentages of used up 
creep life in the nickel base alloy, Udimet 520. A stepped specimen 
(i.e., varying cross sectional area) was employed which allowed for a 
post mortem nondestructive evaluation (NDE) analysis of the various 
levels of used up life. The overall objectives here were two fold: First, 
a user friendly, graphical interface AU system was developed, and 
second the new AU system was applied as an NDE tool to assess 
distributed damage resulting from creep. The experimental results 
demonstrated that the AU method shows promise as an NDE tool 
capable of detecting material changes as a function of used up creep 
life. Furthermore, the changes in the AU parameters were mainly 
attributed to the case of combined load and elevated temperature  
(i.e., creep) and not simply because of a timed exposure at elevated 
temperature (i.e., heat treatment or thermal aging).  
 
,1752'8&7,21
 In recent years emphasis has been placed on the early detection of 
material changes experienced in turbine power plant components. 
During the scheduled overhaul of a turbine, the current techniques of 
examination of various hot section components aim to find flaws such 
as cracks, wear and erosion, as well as excessive deformations. Thus 
far, these localized damage modes have been detected with satisfactory 
results.1 However, the techniques used to find these flaws provide no 
information on life until the flaws are actually detected. Major 
improvements in damage assessment, safety, as well as more accurate 
life prediction could be achieved if nondestructive evaluation (NDE) 
techniques can be utilized to sense material changes that occur prior to 
the localized defects mentioned above.   

 Due to elevated temperatures and applied stresses, turbine 
components are subject to creep processes that limit the components’ 
life. For polycrystalline metals, the permanent deformations associated 
with creep are due to various stress assisted, thermally activated 
micromechanisms. These include the generation and mobilization of 
dislocations, escape of dislocations from their glide planes, grain 
boundary sliding and diffusion of atoms and point defects.2 These 
mechanisms characterize the majority of the creep life as defined by 
the primary and secondary portions of a typical strain versus time 
creep curve. As failure approaches, an increase in strain rate is noticed 
and is identified as the tertiary portion of the creep curve. The increase 
in the strain rate is assumed to occur due to additional mechanisms 
such as the growth and accumulation of cavities along grain 
boundaries. The growing cavities reduce the effective area of the 
material with the final result being creep rupture. For a full discussion 
of creep behavior, the reader is advised to consult the textbook by 
Shames and Cozzorelli2 as well as the textbook by Gittus.3  
 The goal of this study was to employ an NDE technique that 
discloses distributed material changes that occur prior to the localized 
damage detected by the current methods of inspection. The creep 
processes were the life limiting condition of interest and the NDE 
technique utilized was Acousto-Ultrasonics (AU). AU is an NDE 
technique that utilizes two ultrasonic transducers to interrogate the 
condition of a test specimen. The sending transducer introduces an 
ultrasonic pulse at a point on the surface of the specimen while a 
receiving transducer detects the signal after it has passed through the 
material. The aim of the method is to correlate certain parameters of 
the detected waveform to characteristics of the material between the 
two transducers. Here, the waveform parameter of interest is the 
attenuation due to internal damping for which information is being 
garnered from the frequency domain. The parameters utilized to 
indirectly quantify the attenuation are the ultrasonic decay rate as well 
as various moments of the frequency power spectrum.4–6 To attain the 
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objective of an NDE technique that can monitor distributed damage 
due to creep, a new, user-friendly, graphical interface, AU system was 
developed at NASA Glenn Research Center. The AU system is a 
multifunction system that captures and digitizes the signal from the 
receiving ultrasonic transducer and then conducts post-test signal 
analysis. The system’s post processing software calculates multiple 
parameters utilized to study the material of interest.  
 Creep tests were conducted on the nickel base alloy, Udimet 520. 
AU measurements were performed at various percentages of used up 
life. Rather than periodically interrupting the creep tests to obtain AU 
data, a stepped specimen (i.e., a varying cross sectional gage area) was 
employed. This specimen design allowed the creep tests to continue, 
uninterrupted, until creep rupture occurred. The failure occurred in the 
smallest cross sectional area. Each specimen had four different cross 
sectional areas within the gage section, each of which corresponded to 
a different level of used up life. The following section describes the 
specimen design, the AU system, as well as the experimental 
procedure.  
 Lastly, it should be noted that the vast majority of research 
concerning the AU technique has been based on characterizing damage 
in composite materials (e.g., polymer matrix composites, ceramic 
matrix composites, etc.). For the most part, the distributed damage in 
composites is in the form of fiber-matrix debonding (interface failure), 
matrix cracking that can be intralaminar or interlaminar 
(delaminations), and fiber fracture or fiber micro-buckling.7 These 
types of damage mechanisms are known to be highly attenuating. It is 
much more challenging to gage the microstructural evolution that 
occurs in monolithic metallic alloys during creep. The change in 
attenuation resulting from distributed damage in metals is significantly 
lower than that seen in most composites.  
 
(;3(5,0(17$/ 0(7+2'6
 The material utilized for this study was Udimet 520, a nickel base 
alloy. Creep specimens were designed with a multi-step gage region to 
provide areas of different remaining life (see Figure 2 in the Results 
section for a photograph of a fractured specimen). The overall length 
of the specimens was 15 cm (6 in.); each step as well as the grip 
sections had a length of 2.5 cm (1 in.). The thickness was 0.4 cm  
(0.16 in.). The four gage widths ranged from 2.25 to 3.0 cm (0.9 to  
1.2 in.) and were designed to correspond to 12.5, 25, 50, and  
100 percent used up life with fracture occurring in the cross-section of 
smallest area.  Note that life was defined as time to complete fracture 
for a given fixed load. The applied loads for each specimen were 
selected by reviewing conventional creep data for this particular 
material.8 Specimens were stressed at various levels at 732 ºC  
(1350 ºF) and at 816 ºC (1500 ºF). Tables 1 and 2 summarize the test 
matrix as well as the results. Furthermore, specimens were thermally 
aged (i.e., at temperature with no load) and interrogated by the AU 
method. This was done so as to compare AU results of creep tested 
specimens with AU results relating to thermally aged specimens. A 
total of nineteen specimens were provided for the AU analysis; eight 
specimens were creep tested, ten specimens were thermally aged at 
temperatures and times corresponding to the creep conditions, and one 
specimen was tested in the as received condition (i.e., the baseline 
specimen). Lastly, it should be noted that the goal here was to provide 
creep tested specimens with various levels of used up life for NDE 
analysis utilizing the new AU system. This particular material has 
been fully characterized in reference 8. Therefore, in-depth details of 
the material behavior are not discussed here. 
 

7DEOH �� &UHHS 6SHFLPHQ 7HVW 0DWUL[
 DQG 5HVXOWV DW ����&

Predicted life*, hrs 100 200 400 800 
Stress: 100% used up life, MPa 522 483 447 413 
Stress: 50% used up life, MPa 483 447 413 382 
Stress: 25% used up life, MPa 447 413 382 354 
Stress: 12.5% used up life, MPa 413 382 354 327 
Creep failure time**, hrs 260 321 745 1395 
Failure strain**, % 5.6 5.3 9.1 8.6 
Specimen ID A1 C1 B1 B2 
*Predicted time to creep failure for smallest area gage section and 
stresses for the multiple gage widths were based on the conventional 
creep data of reference 8. 
**Creep failure time and failure strain are actual results for the 100% 
used up creep life gage sections of the specimens tested here. 
 
 
7DEOH �� &UHHS 6SHFLPHQ 7HVW 0DWUL[
 DQG 5HVXOWV DW ����&

Predicted life*, hrs 100 200 400 800 
Stress: 100% used up life, MPa 419 374 334 330 
Stress: 50% used up life, MPa 387 346 310 305 
Stress: 25% used up life, MPa 359 321 286 282 
Stress: 12.5% used up life, MPa 332 296 265 261 
Creep failure time**, hrs 23 56 144 705 
Failure strain**, % 9.6 5.6 10.9 11.0 
Specimen ID C2 D1 D2 A2 
*Predicted time to creep failure for smallest area gage section and 
stresses for the multiple gage widths were based on the conventional 
creep data of reference 8. 
**Creep failure time and failure strain are actual results for the 100% 
used up creep life gage sections of the specimens tested here. 
 
 
 As stated earlier, the fundamental aspect of the AU method 
entails introducing a mechanical excitation at one point on a material 
surface and sensing the resulting disturbance at another spot on the 
material surface.9–11 Figure 1 displays a general diagram of the AU 
experimental set-up employed for this study. The method of excitation 
involved the utilization of piezoelectric transducers. A pulsing 
transducer was used to introduce a high-frequency, broadband 
ultrasonic pulse into the specimen. The ultrasonic pulse was allowed to 
distribute itself diffusely into the specimen. The term diffuse relates to 
an incoherent ultrasonic wave which has lost all phase information. A 
diffuse wave is a complicated superposition of wave modes and 
sample reverberations that resembles an acoustic emission signal. This 
is somewhat different than traditional ultrasonics where a well- 
defined acoustic pulse is monitored. The decay of this resulting 
incoherent field is then examined as a function of frequency.5,6  
 Typically in AU, two separate transducers are applied at some 
fixed separation on the face of the specimen. An ultrasonic wave is 
introduced and allowed to propagate along the length of the specimen. 
The fact that the characterization can be directed along the primary 
load direction in structures indicates an important advantage of this 
technique over typical ultrasonic techniques (e.g., C-scan). Because 
the sub-areas (defining the various levels of used up life; see above) of 
the creep specimens were relatively small with respect to the size of a 
typical transducer, a dual element transducer was utilized (see  
Figure 1). The dual element transducer had a single body construction 
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that contained two independent piezoelectric elements separated by an 
acoustic shield. Hence, one piezoelectric element acted as the pulser 
and the other acted as the receiver. The 2.25 MHz broadband, dual 
element transducer employed for this study had a 6 mm (0.25 in) 
diameter contact area and was manually joined to the specimen using a 
gel couplant. The shape of the contact area for each individual 
piezoelectric element within the single transducer body was a half-
circle. Furthermore, the transducer was aligned perpendicular to the 
face of the specimen (see Figure 1). The computer’s data acquisition 
rate was set to 50 MHz and the acquisition time window was 10 µsec 
(496 data points). The experimental variables were selected after 
numerous trials that were conducted for optimizing the received signal. 
By observing the received signals during the trials, one can adjust and 
optimize certain parameters such as the transducer frequency, signal 
amplitude, and time duration. One optimization condition was 
concerned with selecting a high enough frequency so as to localize the 
ultrasonic signal to the specimen position of interest. When conducting 
the tests, the piezoelectric elements were aligned to produce an 
ultrasonic wave path in the length direction of the specimen. The 
results included four measurements for any given longitudinal position 
on the specimen. The four conditions of the measurements involved 
studying each face of the specimen as well as rotating the transducer 
180 degrees. For each creep specimen, eighteen positions were 
analyzed along the centerline in the length direction. Next, a 
discussion relating to the methods of post-test signal analysis is 
presented. 
 Two main approaches for analyzing the received diffuse signal 
are utilized in the newly developed AU system. First to be discussed is 
the analysis method that is utilized at NASA GRC.4,6,12 Titled the 
diffuse field decay rate, the method involves quantifying the internal 
damping of vibrational energy in materials. The analysis is based on 
the premise that a diffuse ultrasonic field in an isolated sample will 
decay only from internal absorption mechanisms and that contributions 
of damping by air, transducers, and fixturing are minimal. Damping is 
measured through determination of the volume averaged decay rate of 
the ultrasonic field as a function of frequency and time. A greater 

decay rate indicates a greater amount of internal damping. 
Determining the decay rate is accomplished by dividing the recorded 
waveform into a number of time windows (eight windows were 
utilized for this study), after which Fast Fourier Transforms are 
performed to obtain the power spectrums. Note that the power 
spectrum is the square of the amplitude function at a given frequency. 
The total energy of each time window is calculated using the power 
spectrum (i.e., the area under the power spectrum plot). Further 
refinement is achieved by obtaining the energy content of various 
frequency windows within the power spectrums. Lastly, an 
exponential decay curve is fitted to the plot of energy versus time 
window. The exponent in the equation is defined as the diffuse field 
decay rate. Mathematically the equation is expressed as follows: 
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where t is time; flow and fhigh are the low and high frequency filter 
limits; M0 is the mean square value of the power spectrum as a 
function of frequency and time; α    is the intercept as a function of 
frequency (this value is not utilized in this study); and β  is the diffuse 
field decay rate as a function of frequency.  
 The second method of post processing involves working with the 
entire time domain signal and again conducting a FFT in order to 
obtain the power spectrum.12 Certain parameters concerning the power 
spectrum were shown to be sensitive to various types of damage in 
composite materials.5,13 Called the shape parameters, the general 
equations are defined as follows: 
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S(f) is the power spectral density, f is the frequency and fc is the 
location of the centroid found by the following expression: 
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Several of the moments and moment ratios can be given physical 
interpretations. For example, M0 is the mean square value of the power 
spectral density (i.e., the area under the power spectrum). In addition, 
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is the frequency of maxima in the time domain. Note that equations (2) 
through (6) provide scalar values that capture the general 
characteristics of the power spectrum function. The diffuse field decay 
rate as well as M0, fc, f0, and fp were implemented in the new AU 
software and were used in this study to assess the creep tested and 
thermally aged material.   
 
5(68/76

The time to fracture results as a function of stress and temperature 
are presented in Tables 1 and 2. Each of the creep specimens fractured 
in the middle of the narrowest gage section, representing 100 percent 
used up creep life. Figure 2 displays the AU data for a creep specimen 
tested at 732 ºC (1350 ºF). To allow for the simultaneous viewing of 
the multiple parameters, each AU parameter was normalized by its 
respective position 18 value. These normalization values were located 
in the widest gage section of the specimen (i.e., the 12.5 percent used 
up life region). The error bars in the plots represent one standard 
deviation of the four repetitive measurements at each position. In 
addition, a photo of a creep specimen is displayed adjacent to the plots 
to indicate the longitudinal position of each of the data points. 
Positions 1-4, 5-9, 10-14, and 15-18, corresponded to 100, 50, 25, and 
12.5 percent used up creep life, respectively. For this particular 
specimen, the fracture occurred between positions 2 and 3 in the plots. 
Figure 2 shows that essentially all the parameters for this particular 
specimen indicated a functional dependence on position (i.e., used up 
creep life or damage). These included the diffuse field decay rate, M0, 
fc, f0, and fp, although, the diffuse field decay rate and M0 were limited 
to changes observed near the fracture surface. After experimenting 
with various frequency filtering windows, the best results were 
obtained when applying a frequency window from 1.9 to 2.9 MHz. 
This window corresponded to the central frequency of the broadband 
transducer. Hence, the majority of the ultrasonic energy was located 
within this window, thereby, increasing the signal to noise ratio. 
Although utilizing the frequency window drastically reduced data 
scatter and strengthened the relationship between the parameters and 
the used up creep life, it did institute the mathematical loss of identity 
between fc, f0, and fp. The smaller the frequency window, the more 
these parameters behaved alike. Lastly, there appeared to be a skewing 
of the AU values at the transition regions between each of the gage 
areas. This is evident by viewing Figure 2(b) and noting the sloping 
pattern within each gage area. 

The data shown in Figure 2 indicates that there was an overall 
increase in attenuation of the ultrasonic signal with accumulated 
damage (i.e., used up creep life), as expected. This was reflected in the 
increased diffuse field decay rate as well as the decreased ultrasonic 
wave energy, M0. Another effect of the creep damage was the 
preferential attenuation of the signal’s low frequency components. 
This behavior caused fc, f0, and fp to increase with creep damage. 
Similar trends were observed for all the AU parameters in each of the 
eight creep specimens, regardless of the applied stress or temperature.  

It is observed in Figure 2(b) that fc, f0, and fp had the least scatter 
and highest degree of correlation to used up creep life. Again, this was 
the case for all the creep specimens. Therefore to simplify the 
presentation of the data, from this point forward the results are focused 
on analyzing fc, the centroid of the power spectrum. Figure 3 displays 
fc as a function of position for each of the eight creep specimens. The 
specimens with the strongest dependence on used up creep life were 
C1 and B2 at 732 ºC (1350 ºF) and C2 at 816 ºC (1500 ºF). The rest of 
the specimens captured only the late stage material changes seen in the 
vicinity of the failure surface. Lastly, specimen B1 appeared to 

standout in comparison to the other specimens. No explanation can be 
given at this time on why specimen B1 was an outlier. Concerning 
specimen B1, it was apparent from the start (i.e., 12% used up life; 
positions 15-18) that the values for fc were high compared to the other 
specimens. 
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)LJXUH �� &HQWURLG RI SRZHU VSHFWUXP �fc� DV D IXQFWLRQ RI
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WKH OHJHQG LV WKH WLPH WR IDLOXUH IRU HDFK VSHFLPHQ� 1RWH

WKDW DOO IUDFWXUHV RFFXUUHG EHWZHHQ SRVLWLRQV � DQG ��

For the eight creep specimens, the average change from the 
minimum to maximum fc was 6.0 percent. The minimum fc values 
were located in the largest gage areas (i.e., the gage areas representing 
12.5 percent used up creep life) while the maximum fc values were 
adjacent to the fracture surfaces. The average standard deviation of the 
four repetitions at each location for all eight specimens (144 positions) 
was 0.25 percent. The overall change in fc was 24 times larger than the 
average standard deviation of the repetitive measurements. This was a 
good result considering that for each of the four repetitions the 
transducer was manually removed and reapplied (see Experimental 
Methods section).  

In an effort to quantify the sensitivity of the AU method, the 
centroid of the power spectrum was plotted as a function of used up 
creep life as shown in Figure 4. For this analysis, the data collected in 
the 100 percent life region were discarded due to the proximity to the 
failure surface and the gross damage associated with it. Only the 50, 
25, and 12.5 percent regions were studied. Next, linear regression 
curves were fitted to the data for each of the eight specimens. The 
specimens were treated individually due to the obvious specimen-to-  
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UHJUHVVLRQ ILWV FRQGXFWHG LQGLYLGXDOO\ IRU HDFK RI WKH

VSHFLPHQV� 7DEOH � FRQWDLQV WKH UHJUHVVLRQ FRHIILFLHQWV�
 
specimen variations seen in Figure 3. Table 3 contains the linear 
regression coefficients. The R2 value in Table 3 represents a measure 
of the strength of the relationship between the centroid and the used up 
creep life.14 As can be seen from the results of Table 3, only the 
specimens C1, B2, and C2 indicated statistically relevant relationships 
between the AU data and the creep damage for the 12.5 to 50 percent 
life range. Even so, a general trend of an increasing centroid with 
creep damage was apparent for all the specimens except for specimens 
A1 and B1. The specimens C1, B2, and C2 were also able to 
distinguish between 12.5 and 25 percent used up creep life with 98 
percent confidence, utilizing the student t-test14. The statistical results 
indicated the need to conduct further tests on specimens that contain a 
damage level between 50 and 100 percent used up creep life. Such 
specimens would enable the full characterization of the AU sensitivity 
concerning creep damage. It should be noted that some error was 
probably introduced in these calculations as a result of the overlapping 
damage or skewness that occurred within and adjacent to the transition 
areas between the multiple gage sections. 
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7DEOH �� /LQHDU 5HJUHVVLRQ &RHIILFLHQWV IRU )LJXUH �

Specimen Intercept, 
MHz 

Slope x 10-3, 
MHz/Percent 

R2 

A1 2.42 0.52 0.18 
C1 2.34 2.99 0.79 
B1 2.54 0.58 0.29 
B2 2.39 1.05 0.76 
C2 2.43 1.01 0.60 
D1 2.42 0.94 0.35 
D2 2.40 0.91 0.29 
A2 2.40 0.80 0.23 

 
 

Figure 5 displays the fc measurements as a function of time at 
temperature (i.e., thermally aged specimens). Note that each data point 
was calculated utilizing individual specimens, and that the two curves 
share the same unaged, baseline specimen. These were not interrupted 
tests; the individual specimens were aged for the particular term and 
then afterwards analyzed using AU. At both temperatures there 
appears to be a slight trend showing an increase in fc, followed by a 
decrease, and then another increase. The average range for fc at both 
temperatures was 2.0 percent. This value was found by calculating the 
percent increase from the lowest to highest values of fc at each 
temperature. This range of values may be associated with the 
specimen-to-specimen variations since each data point was calculated 
using different specimens. Interrupted tests that follow the evolution of 
a single specimen are required in order to address this point. 

 
',6&866,21 $1' &21&/86,216

The AU technique appears to show promise as an NDE tool for 
empirically gauging the level of used up creep life in metallic alloys. 
Because of limitations in the specimen design, the sensitivity of the 
AU technique was not fully characterized. To gain further 
understanding the AU results need to be correlated to the 
microstructural changes experienced during creep and thermal aging. 
At this point, a relatively safe assumption could be made concerning 
the creep specimens. The AU parameters were probably altered as a 
result of increasing cavitation or porosity as the 100% creep life was 
approached. This was most notable when viewing the AU parameters 
measured at positions close to the fracture surface. Large changes in 
the measured AU response were seen at these locations. Currently, 
metallagraphic examinations of the tested specimens are being 
conducted. The results will explore, in detail, the relationship between 
the microstructural evolution and the AU response for both the creep 
tested and thermally aged conditions. A report of the findings will be 
published in the near future. In addition, the AU data indicated the 
potential for an empirical relationship that can be developed and 
utilized as a “before and after” measuring tool following the 
progression of damage within a single specimen. This 
recommendation for limiting the AU analysis to single specimens is 
the result of the specimen-to-specimen variations seen in Figure 3. 
These same material variations may have existed within the specimens 
and contributed to the inconsistencies seen in some of the data. 
Allowing the ultrasonic pulse to propagate through a larger amount of 
material may average out some of these material variations. For this 
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)LJXUH �� &HQWURLG RI SRZHU VSHFWUXP �fc� DV D IXQFWLRQ RI

WLPH DW WHPSHUDWXUH �QR ORDG�� 1RWH WKDW HDFK GDWD SRLQW

UHSUHVHQWV D VLQJOH VSHFLPHQ �� VSHFLPHQV DW ��� �&�

� VSHFLPHQV DW ��� �&� DV ZHOO DV D EDVHOLQH VSHFLPHQ

WHVWHG LQ WKH DV UHFHLYHG FRQGLWLRQ� 7KH EDVHOLQH VSHFLPHQ

LV UHSUHVHQWHG DW � DJLQJ WLPH DQG LV VKDUHG E\ ERWK SORWV��
 
study, the length of ultrasonic propagation was limited by the size of 
the specimen’s gage section.  

In conclusion, the following achievements were accomplished 
during this study: A new user friendly, graphical interface AU system 
was developed that allowed for the simultaneous calculation of 
numerous AU parameters. Next, by employing a stepped, creep 
specimen design, (i.e., varying cross sectional area) it was shown that 
the AU technique has the potential for monitoring creep damage in 
metallic alloys. It was assumed that the increased cavitation or 
porosity due to accumulating creep damage induced changes in the 
ultrasonic attenuation as depicted by the various AU parameters. After 
studying the results, the centroid of the power spectrum was found to 
have the least scatter and the strongest relationship with used up creep 
life. The changes in the AU parameters were mainly attributed to the 
case of combined load and elevated temperature (i.e., creep) and not 
simply because of a timed exposure at elevated temperature (i.e., heat 
treatment or thermal aging). Although, thermal aging did cause a 
change in the AU parameters, these changes were smaller than those 
induced by creep testing. As noted in the Introduction, the AU 
technique has been extensively studied as a damage assessment tool 
for composite materials. Here, in addition to assembling the new AU 
software package, the AU technique has been expanded to the domain 
of metallic alloys.  

In the future, it is imperative to analyze stepped specimens with 
additional levels of used up creep life. Such specimens would allow a 
more definite characterization of the sensitivity of the AU technique. 
Furthermore, various metallic systems with dissimilar failure 
mechanisms need to be studied. To achieve added confidence in an 
empirical AU creep life model, studies need to be conducted which 
analyze the effects of changing boundary conditions (e.g., effect of 
static or residual stress, temperature, transducer contact force, etc.). 
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Damage Assessment of Creep Tested and Thermally Aged
Udimet 520 Using Acousto-Ultrasonics

Due to elevated temperatures and excessive stresses, turbine components may experience creep behavior. As a result, it
is desirable to monitor and assess the current condition of such components. This study employed the Acousto-
Ultrasonics (AU) method in an effort to monitor the state of the material at various percentages of used up creep life in
the nickel base alloy, Udimet 520. A stepped specimen (i.e., varying cross sectional area) was employed which allowed
for a postmortem nondestructive evaluation (NDE) analysis of the various levels of used up life. The overall objectives
here were two fold: First, a user friendly, graphical interface AU system was developed, and second the new AU system
was applied as an NDE tool to assess distributed damage resulting from creep. The experimental results demonstrated
that the AU method shows promise as an NDE tool capable of detecting material changes as a function of used up creep
life. Furthermore, the changes in the AU parameters were mainly attributed to the case of combined load and elevated
temperature (i.e., creep) and not simply because of a timed exposure at elevated temperature (i.e., heat treatment or
thermal aging).


